VULCAN 



JACK SCREWS • TRENCH CRACES • ANVILS 




• LOCOMOTIVE JACK SCREWS* 



SPECIFICATIONS 


SIZE 

HEIGHT 
OF STAND 

NET 

WEIGHT 

HEIGHT 
OVER ALL 

LIST 

PRICE 

In. 

In. 

1 

In. 


1 X 6 

6 

6 

8 

$2.60 

mx 4 

4 

8 

6V2 

2.90 

iy4x 6 

6 

10 

8/2 

3.10 

1V4X 8 

8 

11 

10/2 

3.40 

11/4x10 

10 

13 

12/2 

3.80 

11/4x12 

12 

15 

14/2 

4.20 

11/2X 4 

4 

9 

63/4 

3.25 

11/2X 6 

6 

11 

83/4 

3.75 

11/2X 8 

8 

14 

103/4 

4.25 

11/2x10 

10 

17 

123/4 

4.75 

11/2x12 

12 

19 

143/4 

5.25 

11/2x14 

14 

21 

163/4 

6.00 

1%X 6 

6 

14 _1 

9 

^ 4.50. . 

13^ X B 

8 

"18 ! 

11 

5.00 

13/4x10 

10 

20 

13 

5.75 

13/4x12 

12 

25 i 

15 

6.25 

13/4x14 

14 

29 

17 

6.75 

13/4x16 

16 

32 

19 

7.50 

2x5 

5 

15 

8/2 

5.00 

2 X 6 

6 

18 

9/2 

5.25 

2x8 

8 

22 

11/2 

6.00 

2 xlO 

10 

26 

13/2 

6.75 

2 xl2 

12 

30 

15/2 

7.50 

2 xl4 

14 

35 

17/2 

8.25 

2 xl6 

16 

37 i 

19/2 

9.25 

2 xl8 

18 

42 

21/2 

10.25 

iVzx 6 

6 

27 

10 

7.75 

21/2X 8 

8 

31 

12 

8.75 

21/2x10 

10 

35 

14 

9.75 

2/2x12 

12 

40 

16 

10.75 

2/2x14 

14 

43 

18 

12.00 

2/2x16 

16 

50 

20 

13.25 

2/2x18 

18 

56 

22 

14.50 

2/2x20 

20 

60 

24 

15.75 

3x8 

8 

46 

13 

17.50 

3 xl4 

14 

62 

19 

19.50 

3 xl8 

18 

78 

23 

22.00 

3 x24 

24 

103 

29 

25.75 


Levers Sent Only When Ordered and Will Be Charged Extra 


MANUFACTURED BY 

ILLINOIS IRON & BOLT COMPANY 

CARPENTERSVILLE, ILLINOIS, U. S. A. 


































"VULCAN" 


# BELL-BASE O 
RATCHET JACK SCREWS 



This jack has one piece 
wrought steel screw, cast 
iron stand and cap, and 
steel ratchet pawl and mal¬ 
leable handle. 


SPECIFICATIONS 


SIZE 

Height 
of Stand 

IIcigllL 
Over All 

of Screw 

LIST 

PRICE 

In. 

In. 

In. 

In. 


2 xlO 

6 

10 

3 

$15.50 

2 xl2 

8 

12/2 

5 

16.00 

2 xl4 

10 

14/2 

7 

16.75 

2 xl6 

12 

16/2 

9 

17.50 

2 xI8 

14 

18/2 

11 

18.25 

2 x20 

16 

20/2 

13 

19.00 

2 x22 

18 

22/2 

15 

19.75 

2 x24 

20 

24/2 

17 

20.50 

2 x26 

22 

26/2 

19 

21.50 

2 x28 

24 

28/2 

21 

22.50 

2V2x12 

6 

11/2 

2/4 

19.50 

21/2x14 

8 

13/2 

4/4 

20.50 

2/2x16 

10 

15/2 

6/4 

21.50 

2/2x18 

12 

17/2 

8/4 

22.50 

2/2x20 

14 

19/2 

10/4 

23.50 

2/2x22 

16 

21/2 

12/4 

24.50 

2/2x24 

18 

23/2 

14/4 

25.50 

2/2x26 

20 

25/2 

I6/4 

26.50 

2/2x28 

22 

27/2 

I8/4 

27.75 

2/2x30 

24 

29/2 

20/4 

29.00 

2/2x34 

28 

33/2 

24/4 

33.00 

2/2x36 

30 

35/2 

26/4 

35.00 

2/2x38 

32 

37/2 

28/4 

37.00 

3 x20 

14 

20 

9/2 

32.00 

3 x24 

18 

24 

13/i 

35.00 

3 x26 

20 

26 

15/2 

37.00 

3 x28 

22 

28 

17/2 

38.50 

3 x30 

24 

30 

19/2 

40.00 

3 x36 

30 

36 

25/2 

48.00 


In ordering use figures shown in first column. 


^ CAST IRON 0 
JACK SCREWS 

These screws are cast with seamless 
threads which makes them very smooth 
and uniform. 


SPECIFICATIONS 



Diameter 
of Screw 

Height 
Over All 

Size 
of Plate 

Size 
of Nut 

LIST 

PRICE 

3 in. 

18 in. 

6 in. square 

6 in. long 

$8.25 

3 “ 

20 “ 

6 “ “ 

6 “ “ 

8.50 

3 “ 

22 “ 

6 “ “ 

6 “ “ 

8.75 

3 “ 

24 “ 

6 “ “ 

6 “ “ 

9.00 

3 “ 

26 “ 

6 “ “ 

6 “ “ 

9.50 

3 “ 

28 “ 

6 “ “ 

6 “ “ 

10.00 

3 “ 

30 “ 

6 “ “ 

6 “ “ 

10.50 

3 « 

32 “ 

6 “ “ 

6 “ “ 

11.00 

3 “ 

34 “ 

6 “ “ 

6 “ “ 

11.50 

3 “ 

36 “ 

6 “ “ 

6 “ “ 

12.00 


TELESCOPIC JACK SCREWS 



Style No. 1 


Style No. 2 


This jack consists of two screws, one working within the 
other, operating simultaneously, thus the double scrcvl 
raises the load with double speed and nearly twice the 
height of the stand; therefore this jack can be used in 
closer quarters than the ordinary style. 

Style 1 Represents the jack with wrench. 

Style 2 Represents the jack with ratcher lever. 

SPECIFICATIONS 


Size 

Height 

of 

Stand 

Height 
Over All 
Closed 

Net 

Rise 

Total 

Height 

Open 

List 
Price 
Style 1 

List 
Price 
Style 2 


In. 

In. 

In. 

In. 



No. 1 

7/2 

10/2 

11 

21 

$14.00 

$20.00 

No. 2 

11 

14 

16 

30 

18.00 

24.00 

No. 3 

13/2 

17 

23 

40 

22.00 

28.00 

No. 4 

18 

21/2 

31 

52 

28.00 

30.00 

No. 5 

22/2 

26 

36 

61 

30.00 

36.00 
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FOR PRESSING CIDER, WINE. 
TOBACCO, LARD, CLOTH, etc. 


• STEEL PRESS or # 
HOUSE RAISING SCREWS 


These screws are made of one piece 
wrought steel with cast iron nuts and caps 


SPECIFICATIONS 



Size 

Height 
Over All 

List 

Price 

Size 

Height 
Over All 

List 

Price 

Size 

Height 
Over All 

List 

Price 

In. 

In. 


In. 

In. 



In. 

In. 


I%xl2 

12 

$ 4.80 

2/2x16 

16 

$ 9.60 

2 / 2 x 60 

60 

$21.30 

13/4x14 

14 

5.10 

2/2x18 

18 

10.20 

3 

xl8 

18 

17.00 

13/4x16 

16 

5.40 

2/2x20 

20 

10.80 

3 

x20 

20 

17.60 

13/4x18 

18 

5.70 

2 / 2 x 22 

22 

11.30 

3 

x24 

24 

19.20 

l%x20 

20 

6.00 

2/2x24 

24 

11.90 

3 

x26 

26 

20.00 

2 xl2 

12 

6.00 

2 / 2 x 26 

26 

12.40 

3 

x28 

28 

20.80 

2 xl4 

14 

6.40 

2 / 2 x 28 

28 

12.90 

3 

x30 

30 

21.60 

2 xl6 

16 

6.80 

2/2x30 

30 

13.40 

3 

x32 

32 

22.40 

2 xl8 

18 

7.20 

2/2x32 

32 

13.90 

3 

x34 

34 

23.20 

2 x20 

20 

7.60 

2/2x34 

34 

14.40 

3 

x36 

36 

24.00 

2 x22 

22 

8.00 

2/2x36 

36 

14.90 

3 

x38 

38 

24.80 

2 x24 

24 

8.40 

2/2x38 

38 

15.50 

3 

x40 

40 

25.60 

2 x26 

26 

8.80 

2/2x40 

40 

16.00 

3 

x42 

42 

26.40 

2 x28 

28 

9.20 

2/2x42 

42 

16.50 

3 

x44 

44 

27.20 

2 x30 

30 

9.60 

2/2x44 

44 

17.10 

3 

x46 

46 

28.00 

2 x32 

32 

10.00 

2/2x46 

46 

17.60 

3 

x48 

48 

28.80 

2 x34 

34 

10.40 

2/2x48 

48 

18.10 

3 

x50 

50 

29.60 

2 x36 

36 

10.80 

2/2x50 

50 

18.60 

3 

x52 

52 

30.40 

2 x38 

38 

11.20 

2/2x52 

52 

19.10 1 

3 

x54 

54 

3L20 

2 x40 

40 

11.60 

2/2x54 

54- 

19.79 i 


x56 

56 

32.00 

2V2X12 

12 

8.50 

2y2x56 

56 

20.3U i 

r 3 

X5S j 

58 

32.80 

2V2xI4 

14 

9.00 

2/2x58 

58 

20.80 || 3 

x60 1 

60 

33.60 


• RATCHET# 

PULLING JACK SCREWS 

This jack is of great value where a short, powerful pull is 
desired to bring joints and connections together. Adapted to 
all classes of structural work, in pile driving for pulling piles 
into correct alignment, for wrecking, etc. Made in two sizes. 


• WROUGHT • 
BENCH SCREWS 



No. 1 Length of jack when closed - 33 inches 

Size of screw _ IVa “ 

Run of screw __12 “ 

Weight _50 pounds 

List price ___$22.50 



These screws are made of 
wrought steel and have 
deep cut threads, movable 
collar and hardwood handle. 


SPECIFICATIONS 


No. 2 Length of jack when closed 

Size of screw_ 

Run of screw _ 

Weight _ 

List price __ 


.33 inches 
- iVi “ 

.12 

„35 pounds 
_$17.50 


Diameter 

Length 

Over 

All 

Length 

of 

Thread 

Weight 
Per Dozen 
About 

1 in. 

16 in. 

11 in. 

55 lbs. 

l/s “ 

16 “ 

11 “ 

68 “ 

1/4 “ ' 

17 “ 

12 “ 

80 “ 

1/2 “ 

21 “ 

15 “ 

125 “ 


A 
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y 


CABLE REEL 
JACK SCREWS 


SPECIFICATIONS 


SIZE 

Diameter 
of Screw 

Height 
Over All 
When 
Closed 

Rise 

Weight 

About 

Size of 
Base 

List 

Price 


In. 

In. 

In. 

Lbs. 

In. 


No. 1 

2 

15 

5 

44 

2x10x20 

$13.50 

No. 2 

2 

19 

9 

50 

2x10x20 

15.00 

No. 3 

2 

21 

11 

55 

2x10x22 

16.00 

No. 4 

2 

27 

17 

72 

2x11x30 

18.00 

No. 5 

21/2 

16 

5 

47 

2x11x20 

16.50 

No. 6 

2 1/2 

22 

11 

75 

2x11x30 

20.25 

No. 7 

21/2 

28 

17 

89 

2x11x30 

24.00 

No. 8 

3 

29 

15 

130 

3x11x30 

36.00 

No. 9 

3 

35 

21 

143 

3x11x30 

42.00 



TRENCH BRACES 


1 ' P Br »ee 



Specifications Complete With Pipe 


1 

Pipe 

and 

Screw 

Diam. 

Inches 

“A” 

Length 

of 

Screw 

Inches 

“B” 

Length 

of 

Brace 

Closed 

Inches 

Length 

of 

Brace 

Open 

Inches 

“C” 

Length 

of 

Pipe 

Inches 

Safe 
Exten¬ 
sion of 
Screw 
Inches 

Weight 

Per 

Dozen 

Pounds 

List 

Price 

Per 

Dozen 

IV 2 

L 1 

1 16 

2^ 


'8 ■ 

190 . 

$46.00 




' 

- 1 OV 2 ‘ 


^ i»6 

^4'ilk.Oo 

l^A 

14 

21 

30 

131/2 

9 

, 215 

48.00 

IV2 

14 

24 

33 

I 6 I /2 

9 

224 

48.00 

IV2 

16 1 

27 

37 

191/2 

10 

240 

52.00 

iVa 

16 

30 

40 

221/2 

10 

246 

52.00 

IV2 

18 

36 

47 

281/2 

11 

270 

54.00 

iVa 

18 

42 

53 

341/2 

11 

285 

56.00 

IV 2 

18 

48 

58 

40^ 

10 

300 

58.00 

2 

18 

36 

46 

26 

10 

517 

102.00 

2 

18 

42 

52 

32 

10 

538 

104.00 

2 

18 

48 

58 

38 

10 

560 

106.00 

2 

18 

54 

64 

44 

10 

590 

108.00 

2 

18 

60 

70 

50 

10 

604 

110.00 


• BRACE FITTINGS # 

TRENCH BRACE FITTINGS—(Without Pipe) 

Specifications 


“D” 

Diam. 

of 

Screw 

Inches 

“A” 

Length 

of 

Screw 

Inches 

Safe 

Extension 

of 

Screw 

Inches 

Weight 

Per 

Dozen 

Pounds 

List 

Price 

Complete 

Per 

Dozen 

List 

Price 

Screw 

Ends 

Only 

Dozen 

11/2 

10 

6 

165 

$40.00 

$30.00 

11/2 

12 

7 

175 

40.00 

30.00 

IV 2 

14 

9 

180 

42.00 

32.00 

11/2 

16 

10 

190 

44.00 

34.00 

IV 2 

18 

11 

196 

46.00 

36.00 

2 

18 

10 

415 

90.00 

66.00 


FOR USE WITH TIMBER BRACES 

Specifications 


Diam. 

of 

Screw 

Inches 

“A” 
Length 
of Screw 
Inches 

Size 

of 

Timber 

Caps 

Weight 

Per 

Dozen 

Pounds 

List 

Price 

Per 

Dozen 

Sets 

Timber 

Caps 

Only 

Per 

Dozen 

IV 2 

14 

4x4 

170 

$47.00 

$15.00 

11/2 

14 

6x6 

185 

52.00 

20.00 

iVa 

18 

6x6 

205 

56.00 

20.00 

2 

18 

6x6 

375 

86.00 

20.00 

2 

18 

8x8 

385 

96.00 

30.00 


Quickly Installed. 

Adaptable to Any Need 


These jacks are carefully made and fitted, and have 
substantial hard wood bases well braced to stand the 
heavy work for which they are intended. 

Levers will be sent only when ordered and will be 
charged extra. 


ANVILS 



FACE MADE OF ON^. SOLID PIECE 
OF TOOL STEEL 

An Ideal Anvil . . . thoroughly serviceable for Garages, 
Machine Shops, Farmers, General Repair Shops, Oil 
Rigs, Mines, and Industrial Plant Repair Shops ... at 
a price far less than a wrought steel anvil. There are 
twenty-two sizes and weights, permitting a selection 
readily adaptable to your particular requirements. The 
Tool Steel Face is correctly tempered, accurately 
ground and polished to a high degree . . . thoroughly 
welded to the Gray Cast Iron Body of the anvil. The 
Horn is covered with and its extremity made entirely 
of tough, untempered steel. This particular method 
of manufacture assures greater strength and life. 
Vulcan anvils have been on the market over a period 
of Fifty Years and have established a reputation by 
giving complete satisfaction. 

SPECIFICATIONS 


No. 

Weight 

Each 

About 

Pounds 

List 

Price 

Each 

No. 

Weight 

Each 

About 

Pounds 

List 

Price 

Each 

■ T' 

00 

5 

$6.00 

10 

100 

$16.00 

0 

10 

7.00 

11 

110 

18.00 

1 

15 

7.50 

12 

120 

20.00 

2 

20 

8.00 

13 

130 

22.00 

3 

30 

9.00 

14 

140 

24.00 

4 

40 

10.00 

15 

150 

26.00 

5 

50 

11.00 

16 

160 

28.00 

6 

60 

12.00 

171/2 

175 

31.00 

7 

70 

13.00 

20 

200 

35.00 

8 

80 

14.00 

221/2 

225 

38.00 

9 

90 

15.00 

25 

250 

40.00 


Made in the United States of America 



/Jlda MaHujjOctMAe... 

Cast and Steel Wagon Skeins—Chanson Auto Heaters— 
“Illinois” Nickel-Alloy Castings—Freeman Stokers— 
Plow Shares and Steel Shapes for All Kinds of Agri¬ 
culture Implements—Pressed Steel and Special Con¬ 
tract Work—Cutting Extras and Repairs for Harvest¬ 
ing Machines. 


Printed in the United States of America 


5M-10-41 N.P.Co. 









































































































